
TWO-STAGE SNOW THROWER

NEW ATTACHMENTS & ACCESSORIES FROM BCS AMERICA!
PRECISION DEPTH ROLLER  (30” TILLER ACCESSORY)

TM

PLASTIC MULCH LAYER

BED SHAPER 

TWO-WHEEL TRACTORS

BCS’s exclusive Precision Depth RollerTM (PDR) is a versatile accessory that transforms the 30” BCS Tiller 
into a hybrid attachment that combines the final bed preparation and cultivating advantages of a 
Power Harrow with the vegetation-chopping and groundbreaking abilities of a Tiller.

Fitted to the 30’’ BCS Rear-Tine Tiller, the PDR consists of a full-length roller that enables the operator to 
precisely set the depth of penetration of the tines.

Available as an accessory kit for your existing 30” BCS Tiller, or pre-assembled on a new 30” BCS Tiller.

The Bed Shaper is used primarily to form raised beds that are uniform in size and shape.  After first pre-
paring the soil with the Rear-Tine Tiller, one pass with the Bed Shaper can create a raised bed approxi-
mately 3’’ high and 30’’ wide -- perfect for laying a plastic mulch with the Plastic Mulch Layer. 

The Bed Shaper consists of two disc hillers, clamps, and a drag chain fastened to a 1-meter (39.37’’) 
Straight Bar.  The hillers can be adjusted to any position on the straight bar.  When turned inward and set 
closer than 30’’, the height of the bed can be increased to a maximum of about 6’’.  When re-positioned 
and turned outward, the discs can hill plants or form furrows for planting. 
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PRECISION DEPTH ROLLER

Find your nearest dealer, more information, photos, videos, and more at www.bcsamerica.com

The Plastic Mulch Layer is yet another useful and simple attachment for small-scale farmers or 
professional growers.  The attachment handles 4-foot wide plastic mulch and is perfect for laying 
plastic mulch over 30’’ raised garden beds, provided that the beds are consistent in shape and size, and 
are not over 6” tall.

Compatible with models 749 and up, the Plastic Mulch Layer lays plastic mulch and simultaneously 
buries the edges of the plastic on both sides to keep it anchored to the soil.  If used on 28” to 30” wide 
raised beds, the plastic will fully cover the top and sides of the bed and bury the plastic at the bottom.  If 
used on non-raised beds, up to 36’’ of plastic will be exposed.

VEGETABLE SEEDER
BCS and Hoss Tools have partnered to produce a seeder attachment that brings ease and efficiency to 
the direct seeding of vegetables in your garden.

The seeder can be used individually using the BCS standard Draw Bar (models 710 and up), or used 
in multiples (up to 4) by utilizing the 40” Draw Bar (models 732 and up).

When planting in beds rather than in single rows, BCS wheel extensions can place the tractor wheels in 
the walkways. This enables multiple rows to be directly seeded within the bed without the use of strings 
or markings of any kind. An amazing time-saver!
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TWO-STAGE SNOW THROWER

HIGH PRESSURE IRRIGATION PUMP

HAY RAKE/TEDDER

While the all-gear-driven, single-stage BCS Snow Thrower is great for virtually all snow events, the 
Two-Stage Snow Thrower is specifically designed to tackle “the Monster” snowfalls.  It will blow away 
drifted snow that is feet deep with ease and dispatch.  Rated discharge distances are up to 45 feet!

Available in 28” or 33” widths, these Snow Throwers feature a 3/8” steel plate blower housing and cast-
iron gearbox – both designed for hard use and long life.  Other features include a 23” intake height, 
15” diameter auger, and adjustable skids that provide height settings ranging from 0” – 2”.  It also comes 
with adjustable rollers to use as an alternative to skids, which improves maneuverability.

As its name implies, the High-Pressure Irrigation Pump moves water farther and higher than typical 
pumps would deliver.  It’s better for sprinkler systems and other irrigation applications when com-
pared to BCS’s Water Transfer Pump. 

The light and compact 85-PSI pump is manufactured by Rovatti of Italy (model M0-50A) and is easy to 
install.  Unlike the Water Transfer Pump, it does NOT require a Power Cradle accessory to increase RPM of 
the tractor PTO. 

The 60’’ Hay Rake attachment for BCS two-wheel tractors is a great way to quickly rake mowed grass into 
windrows, especially when compared to the time and effort required to rake with hand tools.  It can 
also be converted into a tedder to re-spread the plant material in case it has gotten wet.  A professional 
piece of equipment, the rake is manufactured by Molon Machinery of Italy, which specializes in hay-making 
equipment.

The rake requires little effort to maneuver.  Two 15’’ wheels in the front are controlled via the steering lever 
located at the operator’s position.  A stabilizer foot located near the PTO connection point allows the unit to 
be supported when it’s disconnected from the BCS tractor.
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DETHATCHER (LAWNCARE ATTACHMENT)
Designed by Camon, a landscape equipment manufacturer from Britain, this high-quality implement 
removes large amounts of moss and thatch in a single pass.

With 26’’ of working width, the front-mount Dethatcher is equipped with 48 free-swinging blades on 
three vertically rotating rods.  The blades have a “fish tail” shape for blade longevity, and are offset from 
each rod to encourage maximum coverage with each pass.  The blades are also reversible to provide 
double the working life.
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POWER POTATO DIGGER
Like magic, the vertical vibratory motion of the Power Potato Digger’s digging pan fractures the soil 
ahead of itself, and enables BCS two-wheel tractors to eliminate the effort required to hand dig 
potatoes.

The angle of the pan is adjustable, allowing for a maximum penetration of 6” below the level of the two 
support wheels, which are 14” in diameter and can straddle hill widths ranging from 20” to 30”.

Located behind the 18”-wide pan is a set of horizontally vibrating bars through which the dirt and small 
stones fall.  Plant residues are efficiently moved over the horizontal rods and deposited behind the unit.
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